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Performance declaration 
In accordance with construction products regulation 305/2011 

 

 

No. ES-S-027 

 

 
1. Unique identification number of the product type: 

 
STELAR 70-72-73-74 / 7kW 

 

2. Type, batch or serial number or other form of identification for the construction product, as 

prescribed in article 11, subsection 4: 

 
Unique serial number. 

 

3. Intended use for the construction product, in accordance with the applicable harmonised technical 

specification, as specified by the producer: 

 
Stove for solid fuel without production of warm water in accordance with EN 13240. 

4. Name, registered trade name or registered trademark and contact address of the producer, as 

prescribed in article 11, subsection 5: 

 
LACUNZA KALOR GROUP S.A.L. Pol. Ind. Ibarrea s/n 31800 Alsasua (Navarra) (España) 

5. If applicable, name and contact address for the authorised whose mandate covers the tasks 

specified in article 12, subsection 2: 

 
- 

6. The system or systems for the assessment and verification of the performance durability of the 

construction product, specified in appendix V: 

 
System 3 

7. If the performance declaration refers to a construction product that falls under a harmonised 

standard: 

 
The appointed agency KVBG, registered under number 2013, has performed a type test under system 3 and 

has issued test report no. KVBG 2016/0047. 

8. If the performance declaration concerns a construction product for which a European technical 

assessment is issued: 

 
- 
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9. Declared performance: 

 

 

 

The harmonised norm EN 13240:2001/A2 ;2004/AC :2007  

Essential characteristics Performance Wood 

Fire safety 
 

Fire resistance A1  

 
Distance from combustible material 

Minimum distance in mm 

Rear: 250 

Side: 400 

Risk of glowing particles falling out Conform 

Emission of combustion products CO: 0.10 % (13%O2) 

Surface temperature Conform 

Electrical safety - 

Ease of cleaning Conform 

Maximum operating pressure - 

Flue gas temperature at nominal output 269 °C 

Mechanical resistance (carrying weight of chimney) Not determined 

Nominal output 7 kW 

Efficiency 80 % 

10. The performance of the product described in points 1 and 2 conform with the performance reported 

in point 9. 

This performance declaration is supplied under the exclusive responsibility of the producer specified 

in point 4: 

 

01/06/2016 Alsasua Jose Julián Granciandia Pellejero 

                                                                MANAGING DIRECTOR 
 

Due to continuous product improvement, the supplied appliance specifications may vary from the description in 

this brochure without prior notice having been given. 

LACUNZA KALOR GROUP S.A.L. 

Pol. Ind. Ibarrea s/n         Tel : (0034) 948 56 35 11 

31800 Alsasua, Navarra        Fax : (0034) 948 56 35 05 

España         E-mail : comercial@lacunza.net 

         Web: www.lacunza.net 
 
 
 
 
 


